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| GENERAL NOTES:
| | O NEW LIGHT FIXTURE. CENTER IN ROOM UNLESS NOTED OTHERWISE. SEE FIXTURE SCHEDULE BELOW. INSTALLATION
BY DESIGN/BUILD ELECTRICIAN.
NEW WALL MOUNTED LIGHT FIXTURE.
NEW CEILING MOUNTED DUCTLESS SPLIT SYSTEM HEAT PUMP. MFGR: MITSUBISHI, MODEL # PCA-A24KA4 (INDOOR
|| || CEILING MOUNTED) AND PUZ-A24NHA4 (OUTDOOR UNIT). CONFIRM LOCATION FOR OUTDOOR HEAT PUMP W/ OWNER
EQUAL EQUAL ECONOMIZER AND MAKE UP AIR AS CODE REQUIRES.
®@ CEILING MOUNTED RESTROOM EXHAUST FAN. FIXTURE SELECTION AND INSTALLATION BY DESIGN/BUILD
SUB-CONTRACTOR. PROVIDE MAKE UP AIR AS CODE REQUIRES. @ED AJPO
|| || ® PROVIDE AND INSTALL SOLATUBE SKYLIGHT. PATCH EXISTING FINISHES TO MATCH. SKYLIGHT TO FIT IN BETWEEN G:’\ «5}
EXISTING ROOF TRUSSES. MODIFICATION OF THE ROOF TRUSSES IS NOT PERMITTED. AS” MATTHEW J. SMALL *v2
(6) NOT USED.
(7) SECURE EXISTING WOOD SHUTTER/DOOR TO EXISTING HOLLOW METAL FRAME. SEAL PERIMETER W/ PAINTABLE, =~ é
_ LAUNDRY EXTERIOR SEALANT. ® 573 °®
AR (8 PATCH GYPSUM BOARD CEILING AS NECESSARY TO MATCH EXISTING, TYP. %, ASHLAND, OREGON
o Q RS 101 (9 NEW GYPSUM BOARD CEILNG. %727 Y&’@
R B /’—‘\ . 28 CEIL INCG RATT INSUIL ATION WITH VINY! EACING [
NEW ERAMED WALL £ NEW R-38 CEILING BATT INSULATION WITH VINYL FACING. [0 OF 0
SHOWN SHADED TYP. ' -
@) CONTRACTOR HAS THE OPTION TO REMOVE ALL OF THE EXISTING GYPSUM BOARD CEILING AND REPLACE OR REMOVE
AND REPLACE ONLY THE PORTIONS NECESSARY TO INSTALL THE PROJECT REQUIRED FIXTURES, INSULATION AND
HVAC SYSTEM. IN EITHER CASE THE ENTIRE CEILING SHALL BE PAINTED. LL]
) ( ):
< F1 48", (2), 32W, T8 LAMPS, WALL MOUNTED LIGHT FIXTURE W/ PRISMATIC ACRYLIC LENS FOR DAMP LOCATION. 'NULITE' UC O
LOCKER RM @ g SERIES, MODEL# UC-232T8-UNV-PSN OR APPROVED EQUAL. (D
: F2 48", (2), 32W, T8 LAMPS, CEILING MOUNTED, ENCLOSED, GASKETED LIGHT FIXTURE. LITHONIA LIGHTING, MODEL DMS =
102 FOR DAMP LOCATIONS OR APPROVED EQUAL. <
— F3 48", (2) 32W, T8 LAMPS, CEILING MOUNTED, LOW-PROFILE WRAPAROUND LIGHT FIXTURE. LITHONIA LIGHTING, MODEL LB L
OR APPROVED EQUAL. L
EM1 DUAL HEADED, THERMOPLASTIC EMERGENCY LIGHTING W/ LED LAMP HEAD, WALL MOUNTED. LITHONIA MODEL # ELM2 <
LED. DESIGN/BUILD PROFESSIONAL RESPONSIBLE TO LOCATE TO MEET CODE REQUIREMENTS. e
N EM2  ILLUMINATED EXIT SIGN. LITHONIA LIGHTING MODEL # LHQM LED. DESIGN/BUILD PROFESSIONAL RESPONSIBLE TO
5 LOCATE TO MEET CODE REQUIREMENTS. od
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